3-D MARKETING LLC / REAL TIME DGPS SYSTEMS

The GARMIN III Plus Real Time Differential Systems have been specifically designed for a user who wants 2-5 meter accuracy and Moving Map Display, which includes Topography, Roads, Streets, etc.
GARMIN III Plus / ABX-3S Real Time Differential System

$1,455.00
This system includes one each of the following:

· GARMIN III Plus GPS Receiver w/PC Interface cable

· ABX-3S Dual Channel Beacon Receiver w/internal RF signal splitter

· Combined MGL-3 L1 GPS & H-field loop antenna

· CSI/GARMIN Power Data Cable

· Remote TNC-BNC Antenna Cable 3M

· TNC-BNC RF Cable 2.5M 

· Leatex Rechargeable Battery Kit

· 3-D M/M Null Modem Adapter for 2-way Real Time communication between the GARMIN III Plus and any PC handheld device

· 3-D DB9M/DB9F Straight through Adapter for 3-way Real Time communication between the GARMIN III Plus, the ABX-3S and any desktop, laptop or handheld PC device (see below).

· 3” Magnetic Mount & Survey Adapter for Antenna

· Beacon Receiver Mounting Bracket

· Seco Back Pack w/Antenna Bar (Orange)

· 5 ft. of ½” Split Tubing

· ABX-3S and GARMIN III Plus Manuals

System including MapSource US Topo CD Rom:



$1,555.00

GARMIN III Plus / MBX-3S Real Time Differential System

$1,590.00
This system includes one each of the following:

· GARMIN III Plus GPS Receiver w/PC Interface cable

· MBX-3S Dual Channel Beacon Receiver w/internal RF signal splitter and Front Panel Display

· Combined MGL-3 L1 GPS & H-field loop antenna

· CSI/GARMIN Power Data Cable

· Remote TNC-BNC Antenna Cable 3M

· TNC-BNC RF Cable 2.5M 

· Leatex Rechargeable Battery Kit

· 3-D M/M Null Modem Adapter for 2-way Real Time communication between the GARMIN III Plus and any PC handheld device 

· 3-D DB9M/DB9F Straight through Adapter for 3-way Real Time communication between the GARMIN III Plus, the MBX-3S and any desktop, laptop or handheld PC device (see below).

· 3” Magnetic Mount & Survey Adapter for Antenna

· Beacon Receiver Mounting Bracket

· Seco Back Pack w/Antenna Bar (Orange)

· 5 ft. of ½” Split Tubing

· MBX-3S and GARMIN III Plus Manuals

System including MapSource US Topo CD Rom:



$1,690.00
3-D MARKETING LLC / REAL TIME DGPS SYSTEMS

The GARMIN 12XL Real Time Differential Systems have been specifically designed for a user who wants 2-5 meter accuracy and Track Area Calculation capability.

GARMIN 12XL / ABX-3S Real Time Differential System

$1,260.00

This system includes one each of the following:

· GARMIN 12XL GPS Receiver 

· ABX-3S Dual Channel Beacon Receiver w/internal RF signal splitter

· Combined MGL-3 L1 GPS & H-field loop antenna

· CSI/GARMIN Power Data Cable

· Remote TNC-BNC Antenna Cable 3M

· TNC-MCX RF Cable 2.5M 

· Leatex Rechargeable Battery Kit

· 3-D M/M Null Modem Adapter for 2-way Real Time communication between the GARMIN 12XL and any PC handheld device

· 3-D DB9M/DB9F Straight through Adapter for 3-way Real Time communication between the GARMIN 12XL, the ABX-3S and any desktop, laptop or handheld PC device (see below).

· 3” Magnetic Mount & Survey Adapter for Antenna

· Beacon Receiver Mounting Bracket

· Seco Back Pack w/Antenna Bar (Orange)

· 5 ft. of ½” Split Tubing

· ABX-3S and GARMIN 12XL Manuals

GARMIN 12XL / MBX-3S Real Time Differential System

$1,395.00
This system includes one each of the following:

· GARMIN 12XL GPS Receiver 

· MBX-3S Dual Channel Beacon Receiver w/internal RF signal splitter and Front Panel Display

· Combined MGL-3 L1 GPS & H-field loop antenna

· CSI/GARMIN Power Data Cable

· Remote TNC-BNC Antenna Cable 3M

· TNC-MCX RF Cable 2.5M 

· Leatex Rechargeable Battery Kit

· 3-D M/M Null Modem Adapter for 2-way Real Time communication between the GARMIN 12XL and any PC handheld device

· 3-D DB9M/DB9F Straight through Adapter for 3-way Real Time communication between the GARMIN 12XL, the MBX-3S and any desktop, laptop or handheld PC device (see below).

· 3” Magnetic Mount & Survey Adapter for Antenna

· Beacon Receiver Mounting Bracket

· Seco Back Pack w/Antenna Bar (Orange)

· 5 ft. of ½” Split Tubing

· MBX-3S and GARMIN 12XL Manuals

USER INSTRUCTIONS FOR 3-WAY REAL TIME COMMUNICATION

To establish a 3-way Real Time communication with a desktop or laptop:

1. Connect 3-D’s DB9M/DB9F Straight through adapter to the PC data connector on the CSI/GARMIN Power Data cable.

2. Plug into desktop or laptop.

To establish a 3-way Real Time communication with a handheld PC device:

1. Connect 3-D’s DB9M/DB9F Straight through adapter to the PC data connector on the CSI/GARMIN Power Data cable.

2. Connect 3-D’s M/M Null Modem Adapter to 3-D’s DB9M/DB9F Straight through adapter.

3. Plug into handheld PC device.
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